8X6X3 IMPACT"® SERIES

Features & Benefits

¢ Quality Material: Bases and covers are all made of
high-impact, UV resistant polycarbonate.

* Frequency Friendly: 100% metal free configurations
available which is extremely favorable for sending
and receiving wireless signals.

¢ Easy Installation: Molded in mounting flanges and
integrated latch eliminates need for extra hardware.

¢ Flexible Interior Mounting: Bosses on rear wall of
enclosure provide multiple mounting options for DIN
rail, back panels, or other components.

¢ Impact Resistant: Meets or exceeds UL-746C and
IEC 62262 requirements.

¢ Standard Color: Light Gray
e UL/cUL Listed: (File # E207562)
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Mechanical & Thermal Properties

Impact Rating: IK10 (20 Joules)
UL 94 Flame Rated

ﬁ Outdoor UV Exposure: f1 Rated
ﬁ ] Temperature Range: -31°F up to 266°F ( -35°C up to 130°C)
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* POPULAR CONFIGURATIONS: Most popular configurations are available for QuickShip.
Please send requests to customerservice @integraenclosures.com to take advantage of our QuickShip option.

ALow Profile models require a minimum order quantity. Contact factory for details.
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8X6X3 IMPACT® SERIES
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TORQUE SPECIFICATIONS:

Panels - #8 thread cutter pan head 18-8 SS (torque limit = 8 in Ibs)

[Bracketed dimensions in mm]

Register online to download detailed drawing files

Accessories for 8x6x3 (For complete accessories, see pages 96-100)

Back Panels

ABP-86-IMP - Aluminum panel
SBP-86-IMP - Steel panel
PVCBP86-IMP - PVC panel
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Aluminum Swing Panel Kits
ASWPK86-IMP - Aluminum swing
panel and SOPK-IMP mounting kit
ASWP86-IMP - Panel only

SOPKG66-86-IMP - Rigid brackets,
pivot bracket & self-tapping screws

9

",
% %

b

at www.integraenclosures.com

Aluminum Face Plate System
AFPK86-IMP - Aluminum face plate
and SOPK-IMP mounting kit
AFP86-IMP - Panel only

' SOPK®66-86-IMP - Rigid brackets,

pivot bracket & self-tapping screws

Air Vents
VENT 2 - Outdoor labyrinth
VENT 3 - Aluminum louvered

Steel Swing Panel Kits
SSWPK86-IMP Steel swing panel
and SOPK-IMP mounting kit
SSWP86-IMP - Panel only
SOPK66-86-IMP - Rigid brackets,
pivot bracket & self-tapping screws
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Steel Face Plate System
SFPK86-IMP - Steel face plate
and SOPK-IMP mounting kit
SFP86-IMP - Panel only
SOPK66-86-IMP - Rigid brackets,
pivot bracket & self-tapping screws

Din Rail
DING6-IMP - 2 Rails, 4 Screws

Pole Mounting Kit
PMKG-26-IMP - 2” pole
PMKG-36-IMP - 3” pole
PMKG-46-IMP - 4” pole
PMKG-126-IMP - 12" pole

Cord Grips & Hole Plugs
IP68/NEMA 6P Rated

See page 89 for more details
and part numbers.
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