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WINDOWS & GLAND PLATES

Flush Mounted Windows
	� Window is flush with front of enclosure door for a clean 
finished look. Window frame is welded to inner door. 

	� Hydrophobic FIP gasket creates a dust & water-tight seal.

	� Window Material is Impact-Resistant Polycarbonate

	� Max Window Size: 24 in x 24 in

	� UL508A listed and NEMA 4X rated

Exterior Mounted Windows
	� Window frame is mounted on the outside of the enclosure.

	� Ideal for applications where space inside the enclosure is limited

	� Window Material: Tempered Glass or Impact-Resistant Polycarbonate

	� This style can also receive high-temp gasket.

	� Max Window Size: 24 in x 24 in

	� UL508A listed and NEMA 4X rated

ACCESS CONTROLS 
WITHOUT SACRIFICING 
PROTECTION

Gland Plates 
Ideal for enclosures with multiple hole pattern variations. Easily switch out 
machined gland plates while maintaining enclosure protection rating.

Material: 12ga Stainless Steel with Polyurethane FIP gasket

Max Usable Gland Area: Plate size minus 2.5” in all directions

Max Plate Size: 48 in x 48 in

UL508A listed and NEMA 4X rated

AN ECONOMICAL, INTERCHANGEABLE 
SOLUTION FOR CABLE EGRESS AND ENTRY


